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TECNOVOX has undertaken the mission to respect the environment and while working in

harmony with technological developments.

TECNOVOX began the energy saving mission in accommodation facilities (hotels, hospitals and
nursing homes) providing useful automation for rooms and common areas, improving the
comfort of guests while staying true to TECNOVOX's environmental concerns.

TECNOVOX introduced LED lighting as an alternative to incandescent and fluorescent lights,
which are not as environmentally conscious and are aesthetically unpleasant.

TECNOVOX's Sound distribution system was one of the first using digital amplifiers that decrease
energy consumption while dramatically increasing the sound performance.

This dual advantage is particularly important regarding alarm and voice evacuation systems,
since neither the environment nor safety are sacrificed.

In regards to our packaging, we use mainly recycled materials, completely avoiding the slow-
deteriorating materials (polystyrene) in accordance with the European Union ECO standards.
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TECNOVOX ANSWER TO THE MARKET

TECNOVOX ANSWERS

The growing market demand for
full integrated security solutions in
one system has found the answer
in Tecnovox System, in conformity
with the standard EN54-16,
regarding safety and alarm
management for crowded
building.

Specifically Tecnovox Evac System can apply the requirements in different place such as indoor
and outdoor, in emergency situation, in all facilities new and existing construction as multi-
purpose halls (cinemas, theaters, auditoriums) rest facilities (hotels, hospitals, nursing houses),
shopping malls, stadiums..., Tecnovox Evac System provides the control and the amplification
quality of a "pro-sound" system with all the features for emergency announcements and direct
evacuation.

The purpose is to provide to the building users a fast and safe understanding of the route,
leading to reach the nearest emergency exit taking in consideration the map-area (floor, corridor
or room) where they are.

Tecnovox ensures a highly reliable system, in compliance with EN54-16, that is the standards
reference for electro acoustic dedicated to warning alarm systems, and at the same time, due to
the high level of applied technology, the logic, the high quality of device connected, and the
ability to monitor all installed components can even counterbalance the errors of individual third
parts for example the secondary power supply as EN54-16 request (...if the building must be
evacuated due to a defect of primary power, secondary power supply shall be provided...).

———

Evac_BR-08_eng
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NEW DIGITAL SYSTEMS

Nowadays the digital deals with
more and more functions, and not
only in the vast and complex field
as signal switches, control,
routing, generation, real time
processing of all audio signals, but
also in configuration systems like
the graphical user interface.

The results an easy to use
equipment with a price /

performance ratio unthinkable
just few years ago.

Users who choose to use this type of innovative solution will have advantages regarding the easy
and high standard of operation and a quick and simple functions editing and parameters via
software to meet changing needs as they arise.

Tecnovox system offers exactly this kind of innovation in sound reinforcement, an integrated
solution, excellent service and expertise.

Tecnovox mission is to satisfy its customers and give everyone the ultimate solution, designed
with the costumer.

Our engineers and technicians in Italy and by our Business Partners centers provide, through
their experience, can give and support, custom applications on both hardware and software.

For further information and updated about our products please refer to our website
www.tecnovox.it
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THE CUBE @

NEW ALL IN ONE VOICE EVACUATION CENTRAL EN54
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CONCEPT

e Simple and modular

Many possible configurations to face the most market requests

e Much more than just EVAC
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ALL IN ONE SYSTEM

*  One central unit including the whole functional components: Control unit, message
player, firemen microphone, amplifiers, battery charger, batteries.

* Can be used alone wall or desk mounted or installed inside a general rack.

MODULAR CONFIGURATION
* 2 Models: TCUBE4 and TCUBES ( 4 or 8 zones)
* 1 amplifier per zone, up to 9 amplifiers (8+1)
Modular digital 60 watt amplifiers with outputs 100-50-33 volts (up to 3 bridges)
* Possible redundant lines (with proper accessory)
* Line monitoring even with just one speaker by means of terminal device
* Redundancy lines with one or two amplifiers to double the driving power.
*  Maximum power per line 180 watt (bridge 3 amply)

* Battery compartment suitable for up to 2 42 Ah batteries

TCUBE4 - CHARACTERISTICS
* Upto4independent speakers lines/zones. Each zone can be single or double line
(redounded A/B) by an optional device.

* 2 Audio digital evacuation channels

» 8input monitored dry contact (NC/NO)

* 6 relays NC/NO dry contact outputs

* Up to 8 digital microphone stations

*  Built in emergency microphone for single and general messages

* 4 analog stereo inputs monitored or non monitored programmed by software
* 3x amplifiers 60W basically included (max. 9 amplifiers)

*  Built in power supply and battery charger (EN54-4)

e Batteries 18Ah o0 27Ah o0 42Ah included
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TCUBES8 - CHARACTERISTICS

* Up to 8 independent speakers lines/zones. Each zone can be single or double line
(redounded A/B) by an optional device.

e 2 Audio digital evacuation channels

e 16 input monitored dry contact (NC/NO)

» 6 relays NC/NO dry contact outputs

e Up to 8 digital microphone stations

e Built in emergency microphone for single and general messages

* 8 analog stereo inputs monitored or non monitored programmed by software
* 3xamplifiers 60W basically included (max. 9 amplificatori)

e Builtin power supply and battery charger (EN54-4)

e Batteries 27Ah o0 42Ah included

MICROPHONE STATIONS

Emergency evacuation microphone station (Firemen use) wall mounted

Fully monitored according with the EN54-16 standard (microphone head, audio card and push
button).

Allowing general emergency call and switching the central on emergency status.

Central fault signal by led

Occupying one analog input of the central

Red cabinet
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Emergency evacuation microphone
station (Firemen use) desk mounted

Fully monitored according with the EN54-
16 standard (microphone head, audio card
and push button).

Allowing general emergency call and
switching the central on emergency
status.

Central fault signal by led

Occupying one analog input of the central

Emergency evacuation and service call
microphone station desk mounted

Fully monitored according with the EN54-16
standard (microphone head, audio card and
push buttons).

Allowing general or single emergency or
service call and switching the central on
emergency status.

Central fault signal by led

Occupying one analog input of the central
Up to 8 stations can be connected with
programmed single priorities

Service call multiline microphone station

Allowing general or single service
Occupying one analog input of the central
Up to 8 stations can be connected with
programmed single priorities

Evac_BR-08 eng
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LOUDSPEAKERS LINES MONITORING

IMPEDANCE MEASURMENT AND PERIODICAL VERIFICATION (WITHOUT END LINE DEVICE)

20 KHz

(W
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-

T /N /N VAR
Z‘r"\\“ gt'
Misura
impedenza

The central is testing the impedance value by means of a 20 KHz tone compared with the level
acquired during set-up.

IMPEDANCE MEASURMENT AND PERIODICAL VERIFICATION (WITH END LINE DEVICE)

20 KHz

Misura
impedenza

* In case of lines with low loading should be installed a end line device
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NOT JUST EVAC

e Up to 4 audio sources with TCUBE4

e Up to 8 audio sources with TCUBES8

e 2 streaming digital sources with both models

" TECNOVOX

Digital remote controls for sources selection and volume control (futuro)

e Programmable matrix system, controlled by APP Android e 10s

REMOTE CONTROL INTERFACE
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e Remote control interface for Smartphone e tablet Android e 10s. Real time control for
(ON/OFF zone, source selection, volume) Through existing Wi-Fi network where the
system is connected by access point

Evac_BR-08_eng
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GENERAL CONNECTIONS DIAGRAM

INTERNET LIVE RADYO AND MEDIA PLAYER

2287-DPA4250

MULTICHANNEL AMPLIFIER

N

3500-ESP2000B

EMERGENCY POWER SUPPLY

2287-DPA4250

BACKUP AMPLIFIER

h
3500-EV/BAB/MU

3540-EV-8AB/08
-

N\ /]

MAIN UNIT ) \
NN D

SELECTIVE

CALL STATION
SRt

TOUCH SCREEN
MONITORED
CALL STATION

- FIRE DETECTION

Evac_BR-08_eng
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MAIN UNITS

AUDIO EVAC SLAVE UNIT W. 16 LINES ( 8 ZONES A+B)
3500-EV/8AB/MU

LOUDSPEAKER OQUTPUT 16 (max. 8 A/B)

[ BUS CONNECTION RS 485
AUDIO LEVEL OUT 0dB/775mV

| AUX INPUTS 3,2lines 1 mic =
POWER SUPPLY 230 VAC/ 24 V DC / max. 800 mA
EMERGENCY POWER SUPPLY 24V CC
DIMENSIONS 483 x89x270mm,2RU
CERTIFICATION CERTIFIED EN54-16 (0359-CPD-0140-1)
WEIGHT | 33kg

MAIN FEATURES

W' Full control of each component connected to the machine according to EN54-16

¥ Up to 8 A/B zones

"W Possible cascating with 3500-EV/8AB/SL for expansion

¥ Manage and control up to 2 amplifier (max 1000 watt),

*¥ 8 logic inputs programmable for evacuation or standar entry

W 9 programmable logic outputs.

W' N. 5 audio inputs ( 2 line, 1 Mic\line, 1 call stations, 1 fireman ) e 4 balanced audio out
¥ Supplied with EN54-16 fireman mic

¥ bus RS-485

"W Integrated quartz clock
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AUDIO EVAC SLAVE UNIT W. 16 LINES ( 8 ZONES A+B)
3500-EV/8AB/SL

TECH SPECS:

_LOUDSPEAKER OUTPUT 16 (max. 8 zones A/B)

BUS CONNECTION ok i
_AUDIO LEVEL OUT 0dB /775 mV

POWER SUPPLY 230 VAC / 24 V DC / max. 800 mA

EMERGENCY POWER SUPPLY 24VCC

DIMENSIONS | 483 x 44 x 270 mm 1 RU

CERTIFICATION CERTIFIED EN54-16 (0358-CPD-0140-1)
| WEIGHT | 1.7kg

MAIN FEATURES
W Full control of each component connected to the machine according to EN54-16.
"W Upto 8 A/B zones.
W Possible cascating with 3500-EV/BABISL for expansion.
W Manage and control up to 2 amplifier (max 1000 watt)
W 8 logic inputs programmable for evacuation or standar entry
*¥' 9 programmable logic outputs
¥ bus RS-485.

Evac_BR-08_eng
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MICROPHONE UNITS

BROADCAST MICROPHONE CALL STATION and ACCESSORIES
3540-EV/8AB/08 for 8 zones

Jjunction box

3540-E V/ 8AB/EXT 8 zones extension

TECH SPECS:

The digital remote microphone 3540-EV/8AB/08 allows you to send communications to 8 individual
speakers or groups or to make a general call. It is possible to expand the number of speakers lines
with additional modules each 8 lines with 3540-EV/BAB/EXT. Each button is individually
programmable and can be combined with single lines or groups of speakers. We may also
empowered several reports as gongs or signals in addition to sending warning voice communication.
The microphone of the workstation has a local amplifier incorporates a "noise gate” and a compressor
to reduce ambient noise and improve voice transmission. The bus cable connection is standard CAT
5 which allows distances up to 1000 meters without amplifier power for remote locations via bus
cable. The configuration of remote locations is possible using the software on the bus. The firmware
can be upgraded via the appropriate input.

DATI TECNICI:

ARTICOLO 3540-EV/BAB/08
RISPOSTA A FREQUENZA 70 ~ 20000 Hz

TIPO DI TESTINA E CURVA POLARE Elettrete - Cardioide

ALIMENTAZIONE 24V CC /55 mA
SORGENTE DI ALIMENTAZIONE Da cavo bus

DIMENSIONI 211 x 42 x 181 mm

PESO 1.1Kg.
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TOUCH SCREEN MONITORED CALL STATION EN54-16
3540-EV/224/TOUCH

MAIN FEATURES:
This paging console is 8 man-machine interface which aliows call-paging. messages broadcasting and DSP matrix
parameter control. The unit connect to a secured bus. Its back-lit touch screen is designed for simple and user-
friendly operating. The 3-hardware-keys can be freely assigned within the System control software. Various
operating levels with password protection make the PSS-G2 a versatile device that fits well in a commercial
shopping center as for an industrial high security environment.

All paging parameters needed for site operating can be programmed: zones assigned to the different buttons, name
of zones, group of zones, messages triggering, levels adjustments and pre-call chime but also for fader control,
button control or event control. The message and the chime are stored into the call station.

A total of 168 keys over 12 pages allow zone or group of zones selections. Each key contains a green color
changing field indicating that the zone is occupied by a different process.

TECH SPECS:
MONITOR 5" TFT colour touch screen
LED Power, main fault, evacuation
BUTTONS Programmables from software
DIMENSION (L x W x D) 250 x 140 x 80 mm
MIC LENGHT 280 mm
| WEIGHT 1,098 Kg.
"COLOUR RAL 7015
MATERIALS Metallic frame, side and top PVC
CERTIFICATION CERTIFIED EN54-16 (0359-CPD-0140-1)
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100 V DIGITAL AMPLIFIERS

MULTICHANNEL AMPLIFIER EN54-16 4X250W
2287-DPA4250

MAIN FEATURES

4 channel per 250 watt each power amplifier for audio alarm purpose. D class power amplifier for energy saving.
Bridge mode 2X500 or hybrid 2X250 + 1X500 watt. Main power supply 230 VAC emergency power supply 24 VDC.
10 logic interface on board.

TECH SPECS
Powsar output 4 x 250 watt RMS (2X500 or 2X250 + 1X500)
Freq. Range 40 - 20.000 Hz +- 3 db (a 1/3 rated power)
S/N ratio Better than 90 dB
Inputs 4 electronically balanced (770mV/20kOhm)
Outputs 4 speaker output (4 ohm/50/100Volts)
Power supply 115-230 VAC /24 VDC

1 W standby / 44W piiotone / 1169W max power (230 VAC)

SO 0.003A standby / 1.65A pilotone / 43.85A max power (24 VDC)

Waight 18 kg
Dimensions 482 x 88.4 x 460 mm
Certification EN54-16 (0359-CPD-0140-1)
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MULTICHANNEL AMPLIFIER EN54-16 4X125W

2286-DPA4125

MAIN FEATURES

10 logic interface on board

4 channel per 125 watt each power amplifier for audio alarm purpose. D class power amplifier for energy saving. |
Bridge mode 2X250 or hybrid 2X125 + 1X250 watt. Main power supply 230 VAC emergency power supply 24 VDC.

TECH SPECS

Power output

4 x 125 watt RMS (2X250 oppure 2X125 + 1X250)

Consumption

Freq. Range 40 - 20.000 Hz +- 3 db (a 1/3 rated power)
SIN ratio Miglioredi®0e8
Inputs 4 ingressi bilanciati elettronicamente (770mV/20kOhm)
Outputs 4 speaker output (4 ohm/50/100Volts per uscita) |
Power supply 115-230 VAC /24 VDC |

1 W standby / 38W pilotone / 600W max power (230 VAC)

0.003A standby / 1.45A pilotone / 22.5A max power (24 VDC)

Weight

14 kg

Dimensions

Certification

482 x B8.4 x 460 mm
CERTIFIED EN54-16 (0358-CPD-0140-1)

Evac_BR-08_eng
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100 V CLASS A/B AMPLIFIERS

MULTICHANNEL AMPLIFIER EN54-16 2X240W
2286-SPA2240

MAIN FEATURES: B
2 channel power amplifier 240 watt each. Suitable for audio alarm applications. Dual power supply 230 VAC/ 24 |
VDC. With diagnostic logic output

TECH SPECS:
Power output 2 x 240 watt RMS ‘ |
Freq. Range 40 - 20.000 Hz +- 3 db {a 1/3 rated power)
| SIN ratio Best of 90 dB o
Inputs 2 el balanced (770mV/20kOhm)
Outputs 2 speaker output (4 ohm/50/100Volts per out)
Power supply 115 - 230 VAC / 24 VDC
64 W standby / 287W pilotone / 655W max power (230 VAC)
CORSpRON 0,003A standby / 5.47A pilotone / 12.3A max power (24 VDC) |
Weight 1§i§§gﬁ B - -
Dimensions 482 x 88.4 x 460 mm
Certification CERTIFIED EN54-16 (0359-CPD-0140-1)
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MULTICHANNEL AMPLIFIER EN54-16 2X120W
2285-SPA2120

MAIN FEATURES!

2 channel power amplifier 120 watt each. Suitable for audio alarm applications. Dual power supply 230 VAC/ 24
VDC. With diagnostic logic output

TECH SPECS:
Power output | 2 x 120 watt RMS
Freq. Range | 40 - 20.000 Hz +- 3 db (a 1/3 rated power)
S/N ratio | Better than di 90 dB8
Inputs | 2 el. balanced (770mV/20kOhm)
Outputs | 2 speaker output (4 ohm/50/100Volts per out)
| Power supply | 115-230 VAC /24 VDC

| 28 W standby / 150W pilotone / 322W max power (230 VAC)

CORRPOoN | 0.025A standby / 2.9A pilotone / 6. 4A max power (24 VDC)

Weight | 123 kg
Dimensions | 482 x 88.4 x 480 mm
Certification | CERTIFIED EN54-16 (0359-CPD-0140-1)
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EMERGENCY POWER SUPPLY

EMERGENCY POWER SUPPLY EN54-4
3500-ESP2000B

MAIN FEATURES
The digital emergency management ESP-2000 B was designed for voice alarm systems, which the standard VDE
0833 - must comply with Part 4. All errors are displayed and reported on both the fault signal contacts, as well as a
buzzer and an LED, The device is certified according to EN 54-4.

TECH SPECS:

Charging way Trickle charging
Charging current 5 A max i
Charging voltage 273V +-03V
Connection way Logica IO
Working temp 0 : 40 celsius degrees
Power supply 28 volts DC
Consumption 240 watt (230 VAC)
Weight 11 kg -
Dimensions 482 x 44 x 460 mm
Certification CERTIFIED ENS4-4 (0333-CPD-075243)
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SOUND SOURCES

INTERNET LIVE RADIO AND MEDIA PLAYER
2128-01

MAIN FEATURES:
Live radio media player, with usb. 1 rack unit. Audio source with web internet radio player, media player, FM radio
and usb player. Lan connection, wired or wifi. Sequence output radic-ush
TECHS SPECS:
SOURCES Internet radio
FM radio
Media player
USB flash
INPUTS 75 Ohm unbalanced on RF connector
Terminal 2.4 GHz SMA per antenna Wi-fi
RJ45 for Ethernet
ouT RCA stereo /Toslink optical
LINE LEVEL OUT +2dBu
" PROVIDER INTERNET RADIO Frontier silicon
ACCESS Up to 1500 radio
PORTAL www. wifiradio-frontier.com
PLATFORM Jupiter 6.2
REMOTE CONTROL IR
| RANGE FM 87.5- 108 MHz
PRESET INTERNET/FM 1010
POWER SUPPLY 230 VAC/ 50Hz
Max 20VA
fuse 630 mAT
 WEIGHT 3.8kg
DIMENSIONS 42 x 430 x 260 mm (HxWxD)

Evac_BR-08_eng
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COMBINED CD / RADIO / MEDIA PLAYER
2128-02

MAIN FEATURES:
Media player with radio/cd with usb. 1 rack unit. 10 preset for FM radio. Professional audio source, can work 24 h
per day 7 day
Mixed outoput (max 1 source at time), with sequence cd- usb-radio

TECH SPECS:
ARTICOLO 2128-PCRID00R
RADIO Band : 87.5 - 108 MHz

30dB sensitivity: <=10uV
S/N ratio: 50dB at 1 mV
input HF: 75 ohm

CD PLAYER File format. 16 bit PCM 44,1 kHz
MP3: 32 - 320 kbp.
Mono/stereo.

USB DRIVE Upto:32Mb-1Gb

MP3 32 - 320 kbps,

USCITA LIVELLI LINE radio: 2V max

CD/USB drive: 2V max
Combi output: 2V max

.

IMPEDENZA IN USCITA 1k0
"ALIMENTAZIONE 230 VAC/ 50Hz
Max SOVA
Fuse 630 mAT
PESONETTO 37kg
DIMENSIONI 42 x 430 x 260 mm (HxWxD)
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SPEAKERS

EVAC-SYS P.A. & Voice Evacuation System

RECESSED CEILING SPEAKER FOR EMERGENCY POURPOSE EN54-24

3500-C-EVAC6W/EN

MAIN FEATURES:

Recessed ceiling speaker (loudpeaker 5%), full steel with firedome, Power 6 watt 100 volts (6-3-1.5). Compliant ENG08A9 and
certified EN54-24

TECH SPECS:
RMS POWER 6 W RMS
POWER TAP bW-3IW-15W
SPL (I M/1W) 90,9 di
SPL MAX 112 dB
FREQ. RANGE 100 Hz - 16 kHz
COVERAGE AT 1000HZ 180*
DIMENSION @ 180 mm x 130 mm. Recessed hole 166-170 mm
WEIGHT 13 kg
MATERIALS Steel
COLOR White (RAL 9010)
CERTIFICATION 1438 / CPD / 0224
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Measurement in mm.
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EVAC-SYS P.A. & Voice Evacuation System

WALL MOUNTED SPEAKER FOR EMERGENCY POURPOSE EN54-24
3500-W-EVAC6W/EN

| CARATTERISTICHE:
| Wall mounted speaker, loudspeaker 5.5%; in MDF material, metal grid. Power 6 watt at 100 voits(6-3-1.5). Compliant EN60B49
| and certified EN54-24
TECH SPECS:

RMS POWER 6 W RMS

POWER TAP 6W-3W-15W

SPL{1M/1 W) 9754d8

SPL MAX 105.3 dB

FREQ. RANGE 125 Hz - 15 kHz

COVERAGE AT1000HZ 180"

DIMENSIONS ~ WORKING TEMP 252x192x 82 mm-20:+150°C

WEIGHT 195 kg

MATERIALS MDF high density (body), White painted steel (grid)

COLOR White (RALS010)

CERTIFICATION IP54 - 1438 / CPD / 0231

Measurement in mm.
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EVAC-SYS P.A. & Voice Evacuation System

HORN SPEAKERFOR EMERGENCY POURPOSE EN54-24

3500-H-EVAC10W/EN

SPECS:

CERTIFIED EN54-24

Horn speaker, single driver, with Evac kit, ABS certified UL 94-V0. 10 watt power (with power tap). Compliant EN60849 and

TECHNICAL DATA:

RATED POWER 10 W RMS

TRANSFORMER TAP 10W-5W-2,5W-1,25W
SPL (1 M/1W) 102.4 dB

SPLMAX 112.4d8
_FREQUENCY RANGE _ 400 Hz — 10 kHz

DISPERSION AT 1000HZ 140°

DIMENSIONS - WORKING TEMP 142 X210 mm - - 20: + 150 °C
WEIGHT 1,42 kg

MATERIAL ABS certified UL 94-VO (body), Steel (bracket)
COLOUR White (RAL 7035)
_CERTIFICATION | IP66—-1438/CPD/0212

DOONIBSTD
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EVAC-SYS P.A. & Voice Evacuation System

HORN SPEAKERFOR EMERGENCY POURPOSE EN54-24

3500-H-EVAC15W/EN

SPECS:

Horn speaker, single driver, with evac kit, ABS certified UL 94-V0. 15 watt power (with power tap). Compliant EN60B4S and
CERTIFIED EN54-24

TECHNICAL DATA:
RATED POWER 15 W RMS
TRANSFORMER TAP ISW-75W-375W~-187W
SPL{IM/1W) 107.3 d8
SPLMAX 119.1dB
FREQUENCY RANGE 300 Hz - 12,5 kHr
DISPERSION AT 1000HZ 140°
DIMENSIONS ~ WORKING TEMP 142 x 210 mm --20: 4+ 150 °C
WEIGHT 1,92 kg

MATERIAL

COLOUR

CERTIHCATION

ABS certified UL 94-VO (body), Steel (bracket)
White (RAL 7035)
P66 — 1438-CPD-0242

‘v TECNOVOX
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EVAC-SYS P.A. & Voice Evacuation System

HORN SPEAKER FOR EMERGENCY POURPOSE EN54-24

3500-H-EVAC30W/EN

SPECS:

CERTIFIED EN54-24

Horn speaker, single driver, with evac kit, ABS certified UL 94-V0. 30 watt power (with power tap). Compliant EN60849 and

TECHNICAL DATA:
RATED POWER 30 WRMS
TRANSFORMER TAP 3IOW~-15SW-75W
SPL (1 M/1 W) 107.3d8
SPL MAX 123.1d8
FREQUENCY RANGE 300 Hz - 12,5 kHz
DISPERSION AT 1000H2 140°
DIMENSIONS - WORKING TEMP 142 x 210 mm - - 20 : + 150 °C
WEIGHT 1,92 kg
MATERIAL ABS certified UL 94-V0 (body), Steel (bracket)
COLOUR White {(RAL 7035)
CERTIFICATION IP66 - 1438-CPD-0242

DOV BDSTO
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EVAC-SYS P.A. & Voice Evacuation System

PENDANT SPEAKER FOR EMERGENCY POURPOSE EN54-24

2675-15X/EN

SPECS:
Evacuation pendant speaker 2 way, certified EN54-24, power 15 watt 100 volts, 2 meters cable, ABS white
TECHNICAL DATA:
RATED POWER 15 W RMS
TRANSFORMER TAP 1ISW-10W-5W
SPL{1M/1 W) 91d8
SPL MAX $9 dB
FREQUENCY RANGE 70 Hz - 20 kHz
DISPERSION AT 1000HZ 170"
DIMENSIONS - WORKING TEMP 186x251--10:+50°C
WEIGHT 2,33 kg
MATERIAL HIPS resin (body), Steel white painted (grid)
COLOUR White (RAL 9010)
CERTIFICATION 0359 / CPD / 0105
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EVAC-SYS P.A. & Voice Evacuation System

SYSTEM EXAMPLES

DUAL CHANNEL 8 ZONES COMPACT SYSTEM

Output / Input x 8 + 2 x Faultback
L-‘-.ﬂ.—’

x 8 EVAC-alarm contacts
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EVAC-SYS P.A. & Voice Evacuation System

DUAL CHANNEL 500W POWER 24 ZONES SYSTEM
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EVAC-SYS P.A. & Voice Evacuation System

SINGLE CHANNEL 1500W POWER 24 ZONES SYSTEM
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EVAC-SYS P.A. & Voice Evacuation System

DUAL CHANNEL 1000W POWER 80 ZONES SYSTEM
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EVAC-SYS P.A. & Voice Evacuation System

LOCAL NETWORK 32 ZONES MULTICHANNEL

Zone 1-8AB | Qi =|1,___'-QJLJ MASTER UNIT
o
Zone9- AB | = T | pp—
e __T]
™
-— = = | '
= s N somsrrpucsc <1
E | l SLAVE UNIT Network

o ‘—] mmmw
<

Zone 18 (AB)
Zone 18 (AB)
Zone 20 (NB)
Zone 21 (AB)
Zone 22 (AB)

Zone 23 (AB)

Z00e 24 (AB) e
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EVAC-SYS P.A. & Voice Evacuation System

LOCAL NETWORK 32 ZONES SINGLE CHANNEL
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EVAC-SYS P.A. & Voice Evacuation System

GLOBAL NETWORK UP TO 256 ZONES MULTICHANNEL
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Head Office: Piazza Basile 46 - 15121 Alessandria - ITALY
Legal Office: Via Ruffini 2/a - 00195 Roma - ITALY
EMEA Sales Office: Piazzale Brescia 6 - 20149 Milano - ITALY
Tel. +39 0131 445036 - Fax +39 0131 264737
www.tecnovox.it - info@tecnovox.it
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